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TO OUR AGENTS 


without fail. 
Write all orders plainly, and on a separate sheet from other 
matter not pertaining to order, as this will expedite shipments. 


A LWAYS date and sign your letters, giving the town and state 


Order goods by catalogue number, and do not write ‘‘same as last,’’ 
as this causes delay in looking up. be 


In ordering Nos. 1, 2, 3, 4, 5, 10, 20, or 30 Plows or Extras therefor, 
state the year, which will be found marked on the standard or beam, as 
well as the number. In ordering Nos. 4, 5, 7, 9, 19, 21 and 22 Plows or 
Extras, state whether the Beam is Steel or Wood. In ordering all other 
Plows or Extras the number is sufficient. 


For Eastern trade, Ohio and Michigan: We always send Common 
Cast Shares unless otherwise specified ; also Soft Centre Steel Boards for 
Steel Plows unless Solid Steel is specified. We do not recommend Solid 
Steel Boards for wear or for scouring in difficult soils. Unless otherwise 
ordered, all Two and Three-horse Plows are sent Full Trimmed (F. T.), 
with wheel and Jointer, excepting a few Hillside Plows, for which no 
Jointers are made. 


In ordering Beams, Jointer or Wheel Parts for 1878 Plows, or 50 
and 90 Series, it is necessary to state whether the Jointer and Wheel 
Standards are round or flat. 


If there is any shortage on receipt of goods, notify the freight agent 
at once and have him note the same on your freight bill; also write us 
promptly that we may have it investigated before it is too late. 


Never return goods without orders from the home office. 


By giving your careful attention to the above requests we shall be 
able to serve you more promptly and satisfactorily. 


All our implements are guaranteed to be well built, of good material, 
and capable of doing the work for which they are intended, when prop- 
erly handled. 


N. B.—Beware of Counterfeit extras. Do not buy, sell or use them, for they 
are not what they are represented to be. They are made of inferior iron; 
imperfectly chilled, if chilled at all; will not fit properly, and are of such a form 
as to damage the correct working of the Plows. 
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| Getieral Directions f - Using Hand Plows 


O obtain the full benefit of the merits in the Syracuse Plows, care 
should be taken that each Plow is properly adjusted for the work 
in which it is to be used. ‘To this end, we ask your attention to 

the following: 

Use doubletrees not over 36 inches in length, and traces that are suffi- 
ciently long to run the Plow the desired depth, with the clevis placed low 
when the Share is new. If hip straps are used see that they do not lift 
on the traces. Have your horses spread the proper distance apart,—not 
too close together. If the Plow should run too deep, lower the clevis or 
shorten the traces, or both; if too shallow, raise the clevis or lengthen the 
traces, or both. If the Plow takes too much land for the depth you are 
plowing, adjust the front of the Beam or clevis towards the land; if too 
little land, adjust the front of the Beam or clevis towards the furrow. 

All Syracuse Wood Beam Plows adjust at the rear end of the Beam, 
which maintains a centre draft. This makes it less necessary to move 
the front clevis right or left. The Plow must be adjusted to suit the 
position of the team, as when the horses walk wide apart, this causes the 
Plow to take more land, and widens the furrow. Bringing them close 
together, causes the Plow to take less land and narrows the furrow. 

Do not put the Plow into sticky soil without sufficient use previously 
to have given it a ground polish. For plowing sod use either a J ointer 
or Colter, and we strongly recommend the Jointer, as with it the grass 
edges are turned under, making more finished plowing, and lessening 
labor of after cultivation. ‘These attachments should be carefully set in 
line with the Landside, or slightly outside, and the Jointer should cut 
from 1 1-2 to 2 inches deep. Wheels, when used, should be set in line 
with the Landside. Their use is to be commended, as they not only 
lessen the labor of team and plowman, but decrease the wear of the - 
Share. 

Watch the bolts closely, particularly in dry weather, and always 
have them drawn tight. As an aid in this direction, place a little oil on 
both bolt and face of washer before tightening, which will greatly help 
to keep them tight. 

To have the Plow work well in all the varying conditions of soil, it is 
necessary that the right kind of Share should be used. We make 
Common Shares in chilled iron, for ordinary plowing; Pitch or deep 
suction Shares, for hard and stony ground; Marsh Shares, for soft or 
wet and boggy ground; and Colter Shares, for use in sod. We furnish 
for several of our leading numbers, Cast Shares with Slip Points, besides 
Solid Steel and Hardened Steel Shares. 

Should your Plow fail to work after giving attention to the above 
suggestions, send prompt notice to the dealer from whom it was pur- 
chased. 
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Syracuse High Lift Sulky Plows 


STYLE B 


Frame of Spring Steel made in one piece. Right or Left Hand Bottoms in Full 
Steel, Combination or Chilled Iron, of 12, 13, 14 or 16-inch cut. For two or 
three horses. Fitted with Jointer or Rolling Colter. All Castings malleable. 


A MONG the numerous features of excellence may be mentioned, Beam 

Hitch with direct draft; High and Spring Lift; Plows raised and 
lowered by one movement of the lever; perfect flexibility in the Frame 
at all times; differential connection of furrow wheels, enabling the oper- 
ator to have the Plow always under perfect control; Furrow Wheels 
which run at an angle, removing friction from landside and all side 
draft. The Wheels are furnished with oil retaining screw caps for the 
outer ends of the hubs, which exclude dust and dirt. 
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Syracuse High Lift SulKky Plows — Continued 


6% HE suspension of the Plow in the frame is such that it enters the 

ground point first and comes out point first. The suction is 
regulated by the chain shown in cut, which connects it with the frame. 
The Plow will turn in the ground either to right or left, and open and 
finish a land to perfection. 


Prow Borroms.—A vital point in the construction of a Plow 
is the Bottom, and we use in the Syracuse the same as our Steel Walking 
Plows, which have several important features not furnished by any other 
maker, They are fully described in this Catalogue on pages 22 and 23. 
In addition to Steel Bottoms, we furnish Combination and Chilled 
Bottoms of several of our leading Plows. 


Steel and Chilled Bottoms for Syracuse 


Sulky and Gang Plows 


CUT 
No. 482 W.P. General Purpose, Right Hand, Stee Bottom, 12 in. 
No. 42216 W. P. te Lh ee 13 in. 
No. 422 W. P. ie fs ss 14 in. 
No. 421 W.P. ut S ae 16 in. 
No. 3823 W. P. as Left Hand, *4 12 in. 
No. 822% W. P. se ns “f 13 in. 
No. 822 W.P. es Hs 14 in. 
No. 321 W.P. te 2 ee 16 in. 
No. 4138 W.P. Stubble, Right Hand, a 12 in. 
No. 412 W.P. He as ES 14 in 
No. 411 ‘W. P: ” = - 16 in. 
No. 1488 W. P. By - NG 12 in. 
No. 14821 W. P. : Ue es 18 in 
No. 1482 W. P. a a ts 14 in 
No. 1481 W. P. UL ne ae 16 in. 
No, 1480 W. P. bn re os 18 in. 
FURROW 
No. 402 W.P. General Purpose, Right Hand, Chilled Bottom, 14 in. 
No. 401 W. P. a us ss 16 in. 
No. 401 W. P. es Left Hand, r 14 in. 
No. 80L- W., P.* se z “ts 16 in. 


Share and Shin Pieces only are interchangeable with Hand Plows. 


Jointers furnished in place of Rolling Colters when desired. 
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Syracuse Jr. 


Sulky Plow 


STYLE F 


A S shown in cut, the axle of the Syracuse Jr. Sulky Plow, which is 

made of two steel bars placed parallel, is above the Beam. This is 
a decided advance in plow construction, as with the increased amount of 
clearance under the Beam gained thereby, there is less liability of chok- 
ing, even when used in very weedy ground. It has the further advan- 
tage that it allows the use of a larger Rolling Colter when desired. 
Being pivotally connected to the Beam by means of an adjustable saddle, 
the angle of the wheels can be quickly changed by the central Shifting 
Lever which is of convenient access, which enables the operator to per- 
fectly control the landing of the Plow. This is particularly valuable 
when working on hillsides, as the tendency of the Plow to work down 
the hill can be immediately prevented. We particularly call to your 
attention that our construction for this purpose is unrivaled, having but 
few parts and being operated with great ease. The Lifting Levers are 
furnished with strong Expansion Springs, which still further assist in 
handling the Plow. A cushion spring is connected with the Land Lever, 
so that the depth of furrow can be maintained in passing over uneven 
ground. 


AUTOMATIC REAR WHEEL.—The Rear Wheel is so con- 
nected to the Beam that it supports the rear end of the Plow and lightens 
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the draft. It is locked in position while the Plow moves straight ahead, 
but raises automatically in turning, by the yielding pressure of the steel 
spring in connection with the cam movement. In this operation the 
weight of the driver is thrown upon the Plow, which causes it to retain 
the full depth of furrow when turning in either direction. For ease of 
handling as well as thoroughness of work, no Plow of its class in this 
respect compares with the Syracuse Jr., as no attention to the rear wheel 
whatever is required on the part of the operator. The Rear Wheel can 
be raised or lowered and so adjusted that the friction on the heel of the 
Landside can be lessened at will. 

Furrow Wu#HEELS.—The Furrow Wheels are strong and 
placed so as to lessen the friction in the furrow, and made with remov- 
able Hubs provided with dust proof caps, which assist greatly in retain- 
ing the oil. 

Street Borroms.—In the Syracuse Jr. we use Hardened Steel 
Bottoms similar to those of our Steel Walking Plows and High Lift 
Sulky, and having the special features found only in the Syracuse, of a 
separable Steel Shin and Shoe. The construction is fully described and 
shown in the cuts on pages 22 and 23. These Bottoms are made in 
general purpose and stubble shapes, of 12, 13, 14, 16 and 18 inch. 

The Syracuse Jr. is complete with three Wheels, Seat, 
Rolling Colter and three-horse 
Evener. We also furnish it 
with pole when ordered. 
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Syracuse 
Two Furrow Gang 


STYLE H 


— 


W i show in the above our new pattern WALKING or RIDING 

Gawna, Style H., made for trade on the Pacific Coast or other 
sections where a strong and durable Gang Plow of simple construction is 
desired. While similar in many respects to that of the Style E.«de- 
scribed on the following pages, it is made heavier, and so constructed 
that the axles can be moved forward and back 4 inches each way. They 
are moved forward when necessary, for use in hard ground, or backward 
on side hill land to prevent slipping. The WHEELS are 24 inches in 
diameter with 3 inch oval faced tires, and have 12 staggered steel spokes. 
' The WHEEL Boxes are renewable, dirt proof, with oil retaining 
feature. The LEVER arrangement is similar to that used on the Gang 
Style E., and so placed as to be conveniently operated by the user, 
whether riding or walking. There is sufficient room on the Beam for 
the use of a Rolling Colter and Jointer, singly or together; the latter 
arrangement being desirable when there is a large amount of trash on 
the ground, as it can be both cut and turned under at the same time. 
The JoINTERS used are of the Syracuse pattern, which are un- 
equaled for the excellence of their work. The Souip Comrorrt 
ROLLING CouTeERs are used, which in all respects are the best 
Wheel Colters made, the bearings being chilled and all parts well fitted 


together. 
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Syracuse 


Two Furrow Gang 


STYLE H 


W E furnish this Gang with the same Bottoms used on our No. 601 

Chilled Hand Plow Series, which have proven so successful in 
the red lands on the Pacific Coast. Full Chilled Shares and Lands are 
furnished with these Bottoms when ordered. We also provide Hardened 
Steel Bottoms similar to those of our leading Steel Plows, from 12 to 16 
inch cut. The rear Plow on the Gang is furnished with an adjusting 
serew which regulates the suction, and causes the Plow to run at an even 
depth, materially reducing the draft. 

Riping ATTACHMENT.—The riding attachment consists of a 
rear caster wheel with adjusting lever and seat. The Wheel is con- 
trolled by a foot lever and released by a slight pressure of the foot when 
turning at corners. It can be quickly raised or lowered by the lever in 

: front of the driver. 
With this attachment 
the Walking Gang is 
changed into a Riding 
Gang. 

In cut opposite we show a third 
Plow with Beam and Brace, which can 
be attached to the two-furrow Gang, 
making a three-furrow Plow at a 
small addition in cost. 


THE 
Sypact SE 
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Syracuse Two Furrow Gang 


STYLE E 


Steel or Chilled Bottoms. Jointers or Rolling Colters 


W E furnish the above Gang Plows with HarpENED STEEL 
Borroms of 12,13,14 or 16-inch cut, which are of the same con- 
struction and material as used on our Steel Walking Plows. The Gana 
throughout is made of the best materials, put together and braced so as 
as to give strength and durability. A Coit Sprine@ LIFTING 
DEVICE is provided, which materially assists in raising the Plows out 
of the ground. The WuHEEeEwLS are each under control of a separate 
lever, acting independently, which enables the operator to set the Plow 
in any desired position. The Lanp1n@ LEeveER makes it possible to 
perfectly and evenly regulate the width of furrows. It is designed that 
four horses shall be used abreast, without crowding, and have three on 
the unplowed ground. 
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Syracuse Two Furrow Gang 


STYLE E 


HIS cut shows the LanpsipE Vixrw of the E. Two-Furrow 
Gang with riding attachment. The extra expense for the Plow 
with this attachment is but small, while the value is much increased. 
The WHEEL is firmly held in position while moving straight ahead, 
but raises automatically in turning. The Sar is placed so that the 
driver can see the work at all times, besides allowing him to easily 
reach and operate the levers. The Gang can be used equally as well as a 
WALKING GANna, when desired. We furnish this Gang with 
SrrEL and CuiuLEeD Borroms, similar to those used on our 
Walking Plows, and of which you will find a description and Nos. on 
page 7 of Catalogue. 
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Made formerly at 
South Bend, Ind. 


Wood or Steel Beam. New Spring Lift 


Reversible Channel Steel Frame. Can be used with either Right or Left Hand 
Bottoms of 10, 12 or 14-inch cut, and made in full steel, combination or 
chilled iron. Tongueless and self-guiding. New Spring lift. No side 
draft, making it easy on horses. Brake on rear Wheel prevents running 
on team. Rolling Landside. Fitted with Jointer or Rolling Colter. Un- 
rivaled work in hard or stony ground. 


N the construction of this Sulky, strength, compactness, simplicity 
and the absence of joints to wear loose and become shaky, are the 
prominent features. The driver is seated near the ground where he can 
oversee his work. Every pound of the weight of plow, earth and driver, 
and the side pressure of the moving furrow is carried on the wheels. 
The adjustments are all made by the clevis and levers. The beam is 
pivoted to the frame in the rear, its front end is moved-up and down in 
the arch by the lever carrying the plow up and down point first. The 
rear wheel is never lifted off the ground, and when at work its two faces 


rest against the corner of the furrow, directly in line with the nose of 
the share. 
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Square Corner, Balance Lever Two Plow Gang 


HE Bram and Frame Bars are channel steel, thoroughly 
trussed and braced. The Beams being perfectly straight, it is the 
strongest constructed Gang Plow made. It is the only Gang Plow made 
with an ADJUSTABLE FRAMB, and so capable of doing good work 
in deep or shallow plowing, with the same Bottoms. Bottoms of 10, 
12, or 14-inch furnished for same Frame. It has the same distinctive 
features as the Solid Comfort Sulky Plow, in carrying the driver over 
the heel of the plow, with the down draft of the team on WHEELS, 
preventing each Plow from running on nose. Four horses can be used 
abreast, one in furrow and three on land, none on the plowed ground. 
With two horses abreast, all can be used on land, in very soft or miry 
ground. The hand Levers have springs, making the Plows raise 
easily. Made in Right or Left Hand, with Steel, Combination or Chilled 
Bottoms. Fitted with Jointers or Rolling Colters. By the removal of 
one Plow it can be used as a Single Sulky. 
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Solid Comfort 
Gang Plows 


Three Plow Gang 


DJUSTABLE FRAME of channel steel, trussed and 
braced. StRAIGHT BEAMS, making it impossible to spring 
Beams or Frames. Can be used as a Two Plow Gang if desired, with as 
good results as any regular Gang Plow. The only Gang Plow with 
ADJUSTABLE FRAME So that the width of furrow on each Plow 
can be widened or narrowed, hence bottoms of 10, 12 or 14 inch can be 
used on the same frame. Made with Stubble, Sod and Stubble, or 
Prairie Breaker bottoms. Can use either Rolling Colters or Jointers if 
desired. Suspension Steel Wheels 30 in. diameter with 2 1-2 in. oval 
CN faced tire and 1-2 in. 

R spokes. Six or eight horse 

Equalizer if desired, using 
four horses abreast, one in 
furrow and all others on 
the land. Thoroughly 
made. 


Four Plow Gang 


SYRACUSE CHILLED PLOW Co. 
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Solid Comfort Gang Plows 
Four Plow Gang 


Same as the Three Plow Gang with one Beam and Plow added. Hence it can be 
used as a two, three or four Plow Gang, or anyone having a Three Plow Gang 
can make it into a Four Plow Gang by buying the fourth beam and bottom. 


Ye 
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Tiller Wheel Frame and Engine Hitch 


8) OUR PLOW GANG, as made for use with traction engine. 

Has TILLER WHEEL controlled by Crank, with Engine Hitch 
instead of Shifting Hitch ADJUSTABLE FRAME of Channel 
Steel, trussed and braced. STRAIGHT Brams, making it impos- 
sible to spring Beams or Frames. Can be used as two or Three Plow 
Gang, if desired, with as good results as any regular Gang Plow. The 
only Gang Plow WitH ADJUSTABLE FRAME, so that the width 
of furrow on each Plow can be: widened or narrowed, hence bottoms of 
10, 12, 14 or 16-inch can be used on the same frame. Made with Stubble, 
Sod and Stubble, or Prairie Breaker bottoms. Can use either Rolling 
Colters or Jointers or both together, if desired. Suspension Steel 
Wheels 30 inches in diameter with 2 1-2-inch oval-faced tire and 1-2-inch 
spokes. 


LISTS $15.00 HIGHER THAN SAME PLOW WITH SHIFTING HITCH 
AW 
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Steel Moldboards and Strips. Chilled or Steel Shares 


For Two or Three Horses, as ordered. Does Perfect Work on Hillside or Level 
Land. No Ridges or Dead Furrows. 


“ESS REVERSIBLE SuLKY PLow is made with two perfect 

COMBINATION PLows mounted on STEEL BEAMS and 
operated by separate levers, each lever being so made as to regulate not 
only the depth of cut, but to operate a power lift for raising the Plows 
out of the ground. The Beams and Barus which carry the Plows 
are of steel with ratchets, main levers and castings all of malleable iron. 
The WHEELS are also of steel and run on steel axles. The Huss 
have boxes of chilled iron, which are renewable and add greatly to their 
wear. The Suuxky is made with an automatic adjustable pole which 
enables the operator to regulate the width of furrow, plow around curves, 
besides avoiding all side strain upon the horses. By means of this fea- 
ture, good work is made possible in plowing hill side land, as it is easy to 
maintain the full width of the furrows. The Bra M, LANDSIDgE, 
WHEEL and Pous run always in line, with no tendency to side 
draft, greatly lightening the labor of the team. The Furrow 
W HEEL moves ahead of the Plow in proportion to the depth of furrow 
turned, preventing the earth from being thrown into the Wheel. 


FURROW WEIGHT 
Righ and Left Hand 3 to 9. deep, 11 to 14 wide 556 Ibs. 


With each Sulky is furnished Neck Yoke and Two-Horse Whiffletrees, Wrench 
and Oil Can. 
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Ei@ut-Horse EQUALIZER 
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Syracuse Vineyard Gang Plows 


Frame and Axles of Steel. Extra Quality Steel Moldboards. Chilled or Steel 
Shares. 


No. FURROW WEIGHT 
9 Two Furrow Gang, Field Style 3 to 5 in. deep, 9 in. wide 253 Ibs. 


cy of the special 
features of these 
plows is the lever ad- 
justment, by which the 
plow can be regulated, 
controlled and so ad- 
justed that by the use 
of a single lever the 
plow on the side next 
to the trees or vines 
will turn a shallow fur- 
row and not disturb or 
injure the vine or roots, 
while the other plows 
may be set consider- 
ably deeper. 


NO. FURROW WEIGHT 
9 Three Furrow Gang, Field Style 3 to 5 in. deep, 9 in. wide 283 lbs. 
9 Four Furrow Gang, Field Style Stoo ine. “f= "19" in.: . ¢ 345 “ 


The Field Style is intended for Stubble and Fallow Plowing, or for frequent 
plowing to exterminate thistles, weeds, etc. 
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Syracuse Vineyard Gang Plows 


NO. FURROW WEIGHT 
9 Three Furrow Gang, Vineyard Style 3 to 5 in. deep, 9in. wide 287 lbs. 


The Vineyard Style has the rear wheel inside the frame, with the front wheel 
running on the land, thus allowing the plow to run close to trees or vines. 


WING to the perfect adjustment and balance of the plow on the 
wheels, the draft is light and the plow does not clog, and any 

boy who can handle a team can operate the plow, as it requires little 
or no holding, and the plow ean be carried conveniently on the wheels 


for transportation. 


The Vineyard Style is especially adapted for use in Orchards or for Grape, 
Hop, Berry, Orange or Small Fruit Culture. 


NO. FURROW WEIGHT 
9 Four Furrow Gang, Vineyard Style 3 to 5 in. deep, 9 in. wide 345 lbs. 
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W E show in the above the construction of the body of our high grade 

Steel Plows. We make this series with general purpose and 
stubble shapes, and now offer them with Wood and Steel Beams, all 
wearing parts of the bodies being interchangeable. 


_ , We eall particular attention to the following features which show a 
distinct advance in Plow construction : 


1st.—A Steel Shin Piece which can easily be detached by the removal 
of three bolts. The same being made of hardened steel the full thickness 
i of the Moldboard, it retains the cutting edge for a long time, and can be 
q replaced at small expense. This method of construction is far superior 
i to that of double shinning the Board, as now common, as the Plow ean be 
easily repaired without injury to the Moldboard. 


} 2nd.—A separable Steel Shoe is another feature in the construction 
i of our Steel Plows which is distinctively our own. It adds greatly to 
1 their value, as the expense in running is materially lessened, as by its 


4 renewal it is not necessary to purchase a full Steel Landside. We also 
| furnish Cast Shoes. 


3rd.—The Land Bar and Frog are made in one piece, as clearly 
z shown in the illustration, and serve to hold together the Moldboard, 
Share and Landside, which adds much to the strength and durability of 
} the Plow. The Share and Moldboard are held together at three points, 
viz., by the brace from Share to Landside, the centre strap, and with the 
| point of the Frog. In addition to this, we further strengthen the Plow 
by an adjustable Moldboard Brace, which reaches from the Landbar to 
that point of the Moldboard which receives the greatest amount of the 
resistance of the moving furrow, and to which also is attached the lower 
Handle Bracket. No Plow now offered the trade is so thoroughly well 
braced and constructed. 
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4th.—The Landside Handle is attached well up on the Beam, so as to 
avoid all danger of coming in contact with the side of the land and gath- 
ering trash, and is held in place by a steel strap so formed that the 
Handle Beam and Moldboard rest against it, and to each of which it is 
securely bolted, thus serving the double purpose of a foot for the Handle 
and a rest and brace for the Board. The Handles are also strengthened 
by three braces, one of them being placed at an angle as shown in cut on 
following page and strongly connected by Braces to the Beam, making an 
unequaled construction for strength and rigidity. 


5th.— Another notable feature is our construction of Steel Shares, 
which are made of soft centre and solid steel and all in one piece, in place 
of the usual method of welding on a piece of soft steel or wrought iron 
to make the Landside or Gunnel. This gives to the Landside or Gunnel 
the same wearing surface as the face, and adds to the clearing qualities 
of Syracuse Steel Plows in sticky soils. 


6th.— All parts of our Plows duplicate perfectly, which has always 
been a marked characteristic of the Syracuse line. By giving the number 
either stamped or cast upon the parts needed, the purchaser has the cer- 
tainty of procuring absolute duplicates when desired, which are easily 
fitted to place. 


All Steel Plows ordered by number only are sent Full Tempered ; 
those having ‘‘X’’ following the number, indicate that the Plows have 
Hardened Steel Moldboard and Shin, Crucible Steel Share and Land, 
with Cast Shoe. 


MADE IN ONE PIECE 
WITHOUT WELD. 


“You buy ‘THE SYRACUSE’ you buy the best.” 


SYRACUSE CHILLED PLOow Co. 
Syracuse, N. Y., U.S.A. 


Syracuse Steel Plows 
pe gee ee ee ee 


| General Purpose 
Series 


; M EDIUM Sreeu Lanpsipeg with separable Steel Shoe. 

HARDENED Sort Centre Stee, MoupBoarp with 
H separable Steel Shin Piece. Frog anv L ANDBAR one solid piece, 
| bolting Landside, Moldboard and Share firmly together. HARDENED 
Steet SHARE made without weld. Souip STEEL AND 
i CHILLED ITRoN SHARES furnished when ordered. All Castings 
malleable. Wearing parts interchangeable with Wood Beam Plows of 
corresponding sizes, on page 25. Our General Purpose Plows are capable 
of a large variety of work, being adapted to old ground or sod, and are of 
exceedingly light draft. They are general favorites wherever introduced 
and are unequaled for durability. 


SSS SSS 


RIGHT HAND LEFT HAND cur WEIGHT, PLAIN 
} Nos. 423 323 12 in, Light Two Horse 105 lbs. 
i : “ 442% 822% 8 i Medium Two Horse a HU ee 
i 628 322 14 « Large Two Horse et eg 
i ° aon 321, LG ‘8 Three Horse 121 ** 


No. 321 Left Hand with Jointer 
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SyvyRACUSE CHILLED PLOW Co. 
Syracuse, N. Y., U.S. A. 


Syracuse Steel Plows 


General Purpose 
Series 


M EDIUM Sreet Lanpsipe_ with separable Steel Shoe. 

HARDENED Sort CENTRE STEEL MOLDBOARD with 
separable Steel Shin Piece. Frog AND LANDBAR one solid piece, 
bolting Landside, Moldboard and Share firmly together. HARDENED 
Spret SHARE made without weld. Souip STEEL AND 
CuituEep Iron SHARES furnished when ordered. All Castings 
malleable. Wearing parts interchangeable with Steel Beam Plows of 
corresponding sizes, on page 24. All our Wood Beam Steel Plows are 
made with index or swing Beams by which they can be quickly set to 
take more or less land. The above Series are adapted to old ground or 
sod, and are of exceedingly light draft. 


RIGHT HAND LEFT HAND CUT : WEIGHT, PLAIN 
Nos. 623 528 12 in. Light Two Horse 100 lbs. 
“« 622% 522% TOs * Medium Two Horse 102 “ 
622 522 oF Large Two Horse 103 “ 
1621 521 16: *f Three Horse 105 


Landside View 
of 621 Seres 


25 


SYRACUSE CHILLED PLOW Co, 
Syracuse, N. Y., U.S. A 


Syracuse Steel Plows 


Stubble Plows 
for Prairie Soil 


M EDIUM Svrrreu Lanpsipe with separable Steel Shoe. 

HARDENED STEEL SHARE made without weld. Frog 
AND LANDBAR one solid piece, bolting Landside, Moldboard and 
Share firmly together. HarprNnep Sort CEentTRE STEEL 
MoLDBOARD with separable Steel Shin. DouspLE BEADED 
Street Beam having ample clearance. All wearing parts of corre- 
sponding sizes interchange with similar Plows in Wood Beam, shown on 
page 27. Souip Steen, AND CHILLED IRON SHARES fur- 
nished when ordered. The Plows of this Series (both Wood and Steel 
Beams) have Moldboards that are a medium between our No. 411 Stubble 
Series and our No. 421 General Purpose Series. They work well in old 
ground and turn tame sod, such as blue grass, timothy or clover, 
admirably. 


RIGHT HAND CUT WEIGHT, PLAIN 
No. 1433 12 in. Light Two Horse 100 Ibs. 
143214 as: Medium Two Horse 103 “ 

“ 1432 14 Large Two Horse 105 “ 

“ 1431 6: ° Three Horse he. 
1430 1s; Three or Four Horse Lig, * 


Landside View 
of 1430 Series 
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SYRACUSE CHILLED PLOW Co. 
Syracuse, N. Y., ‘U.S. A. 


——___ 
‘OU BUY THE 


Syracuse Steel Plows 


Stubble Plows 
for Prairie Soil 


M EDIUM Steet LAanpsipe with separable Steel Shoe. 

HARDENED STEEL SHARE made without weld. Froe 
AND LANDBAR one solid piece, bolting Landside, Moldboard and 
Share firmly together. HarpENED Sort CENTRE STEEL 
MoupDBoOARD with separable Steel Shin. INpDEx Bram quickly 
set to take more or less land. All wearing parts of corresponding sizes 
interchange with Steel Beam Plows deseribed. SouLID STEBL AND 
CHILLED ITrRoN SHARES furnished when ordered. Being con- 
structed in all particulars the same as the Steel Beams Series, they are 
adapted to the same variety of work, and like them are made in right 
hand only. 


RIGHT HAND cuT WEIGHT, PLAIN 
No. 16383 TZ in. Light Two Horse 99 Ibs. 
“ 1632% ob ee Medium Two Horse 107.3% 
1632 Ta Large Two Horse 10g; * 
* 1631 16). Three Horse 105 “ 


** 1680 aah Three or Four Horse LOS. ** 


Landside View 
of 1630 Series 


SYRACUSE CHILLED PLOW Co. 
Syracuse, N. Y., U.S. A. 


Syracuse Steel Plows 


Stubble or Old 
Ground Plows 


M EDIUM Lawnopsipe of HarpENED STEEL with separ- 

able Steel Shoe. HarpENED Sort CENTRE STEEL 
MoLDBOARD with separable Steel Shin Piece. Frog AND LAND- 
BAR one solid piece, bolting Landside, Moldboard and Share firmly 
together. HARDENED STEEL SHARE made without weld. 
Souip Steen and CuHitueD TRoN SHARES furnished when 
ordered. All Castings malleable. All wearing parts of corresponding 
sizes interchange with similar Plows in Wood Beam. The Plows of this 
Series have a short, quick turning Moldboard, and are adapted for all 
soils where high scouring qualities are necessary. They also work well 
in loose dry soil, leaving the ground smooth and level after turning. 


RIGHT HAND cuT WEIGHT, PLAIN 
No. 414 10 in. Large One Horse 80 lbs. 
“* £13 12. Light Two Horse 92 * 
ee aby) 1 Large Two Horse aos 
ide 3 AG" Three Horse 106 “ 


These Plows are made with Wood Beams, as shown in above cut, 
and constructed in all particulars the same as the Steel Beam Series. 


Right Hand No. 614, 10 in. 613, 12 in. 612, 14 in. 611, 16 in. 
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SYRACUSE CHILLED PLOW Co. 
Syracuse, N. Y.,; U. 8. A: 


Syracuse Steel Plows 


Stubble or Old 
Ground Plows 


“i ih HE Plows of this Series are especially adapted to heavy sandy soils 
where extra scouring qualities are not necessary, and are not 
adapted to light sticky soils. 


RIGHT HAND LEFT HAND cuT WEIGHT, PLAIN 
Nos. 433 333 12 in. Light Two Horse 101 lbs. 
4382 332 i, ** Large Two Horse 109 “ 
4381 331 1G. % Three Horse bi by gl 


We show in cut below our Steel Brush Plow, No. 612. This is a 
strong Plow and designed for use in land where there are roots or brush. 
The Landside and Share being made of crucible steel and the Shoe of 
cast iron, we do not recommend them for land where there is liability of 
serious difficulty from not scouring. They are made in Right Hand and 
numbered respectively as follows, corresponding in size and capacity to 
the Steel Plows of the same number. 


612 Brush, 14 in. cut 1682 Brush, 14 in. cut 
613 ce 12 “ec “ee 1633 “e 12 “ec “é 


Brush Plow 
Strapped Beam 
Malleable Standard. 


SYRACUSE CHILLED PLOW Co. 
Syracuse, Ni YY. Us8) Ay 


‘OU BUY THE 


Syracuse Combination Plows 


i Steel Moldboards and Shin Pieces. Chilled Shares 


ARDENED Sort CENTRE STEEL MOLDBOARD 
with Separable Steel Shin Piece. CHILLED IRON LAND- 
SIDE with renewable Cast Shoe. CHILLED IRON SHARE. | 
Solid Steel Shares furnished when ordered. Wearing parts inter- 
changeable with Wood Beam Plows of corresponding sizes. They 
are suitable for use in sandy or gravelly soil, and having a Mold- | 
board of long easy turn, work well in either turf or stubble. | 


RIGHT HAND LEFT HAND CUT WEIGHT, PLAIN | 
Nos. 443 343 12 in. Light Two Horse 113 Ibs. 
“442% 342% a Medium Two Horse De ot 


“6442 342 1. * Large Two Horse, pe" 


SYRACUSE CHILLED PLow Co. 
Syracuse, N. Y., U.S. A. 


Steel Moldboards and Shin Pieces. Chilled Shares 


H ARDENED Sort Centre Street MOLDBOARD with 

separable Steel Shin Piece. CHILLED TRON LANDSIDE 
with renewable Cast Shoe. CuoruuEp Iron SHARE. SOLID 
StEEL Swares furnished when ordered. Wearing parts inter- 
changeable with Steel Beam Plows of corresponding sizes. They are 
suitable for use in sandy or gravelly soil, and having a Moldboard of long 
easy turn, work well in either turf or stubble. 


RIGHT HAND LEFT HAND cur WEIGHT, PLAIN 
Nos. 643 543 12 in. Light Two Horse 108 lbs. 
“642% 54214 13% Medium Two Horse 110i # 
“642 542 14 “ Large Two Horse a Ee 


Ry 


Bl 


SYRACUSE CHILLED PLOW Co. 
Syracuse, N.¥., Us. A 


Syracuse Combination Plows 


THE 
YY RACUSE 


Steel Moldboards and Landside. Chilled or Steel Shares 


“4 HESE Plows have a large and unprecedented sale, and are extremely 
popular in all sections where Combination Plows are used. The 
Moldboard of highest grade of soft centre plow steel, is so fashioned that 
a furrow may be turned smoothly up or down on sloping land, which 
feature has greatly increased its sale in all sections where the land is 
somewhat rolling. We furnish this plow with round or flat Colters, the 
latter being preferred where the land is very hard and stony. We com- 
mend this Series to all parties desiring a perfect Combination Plow for 
general purpose work. 
R, H. L. H. FURROW WEIGHT, PLAIN 
Nos. 455 Large One Horse 4to5 in. deep, 8 to 10 in. wide 69 lbs. 


32 37 Medium Two Horse 5 to 7% in. deep, 10 to13 in. wide 107 Ibs. 
“ 31 39 Large Two Horse 5to8 in. deep,12to15in. wide 112 lbs. 


We show below a cut of No. 28 Iron Beam Plow of similar construc- 
tion to the above Series, and adaptable for the same kind of work. 


R. H. L. H. FURROW WEIGHT, PLAIN 
Nos. 29 388 Medium Two Horse, 5 to 7% in. deep, 10 to 18.iu. wide 115 lbs. 


« 28 40 Large Two Horse, 5to8 in. deep, 12 to15 in. wide 1380 “ 


Steel Moldboards. Chilled or Steel Shares 
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SYRACUSE CHILLED PLOW Co. 
Syracuse, N.. Y., U. S.A. 


Syracuse Combination Plows Wack’ 
3 


Stecl Moldboards and Shin Pieces. Chilled Shares 


ARDENED Sort CEentTRE STEEL MOLDBOARD with 

separable Steel Shin Piece. CH1LLED ITRon LANDSIDE 

with renewable Cast Shoe. CH1iuLED IRON SHARE. LONG 

Hanpuers. Well adapted to turn a deep narrow furrow in heavy 

clay soils and having a long Moldboard, will work well in either turf or 
stubble. 


RIGHT HAND. 


NO. FURROW. WEIGHT, PLAIN. 
453 Medium Two Horse 5 to 7% in. deep, 10 to 12 in, wide 120 lbs. 


Of similar construction to the above, but of large capacity. 


NO. FURROW WEIGHT, PLAIN 
450 Four Hdrse 7 to 10 in. deep, 16 to 20 in. wide 141 lbs. 
450% Four Horse 6to Qin. “ 14 t 16 in. “ 127 * 


Steel Moldboards and Shin Pieces. Chilled Shares 
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SyRACUSE CHILLED PLOW Co. 
Syracuse, N. Y., U. S. A. 


Steel Moldboards. Chilled Shares 


ARDENED Sort CentrRE STEEL MoupDBOARD with 
Chilled Shin Piece. CuHiLLED Iron LANDSIDE with re- 
newable Cast Shoe. CuinLEpD IRON SHARE. INDEX BEAM 
quickly set to take more or less land. WHEEL and Jo1nTeR with 
Steel Standard. The Plows of this Series are general purpose pattern, 
adapted to use in old ground, stubble or sod. They have a long easy turn 
of Moldboard which gives them lightness of draft, and makes them suit- 
able for a great variety of work. They are thoroughly well made, of 
medium weight, and great favorites wherever introduced. 


R.H. L. H. FURROW WEIGHT, PLAIN 


Nos. 682 582 Medium Two Horse 5to7%in. deep, 10to13in. wide 105 Ibs. 
Nos. 681 581 Large Two Horse Bto 8. in: * 12to bin. --* 116 * 


SYRACUSE CHILLED PLow Co. 
Syracuse,N. Y., U.S. A. 


Chilled Wearing Parts 


Unequaled for Hard and Stony Ground. Will stay in the ground where all 


others fail. 


NO. 
3-1878 
2-1878 
1-1878 

10-1878 


NO. 
20-1878 
30-1878 


i) 


Light Two Horse 
Medium Two Horse 
Large Two Horse 
Three Horse 


Medium Two Horse 
Three Horse 


Steel Jointers and Wheel Standards. 


RIGHT HAND 


FURROW 
4 to 6 in. deep, 9 to 
B to 7%) in. “ 0 'to 
Rito eS In, ** tie to 
6 to 9% in. “ 14 to 
LEFT HAND 

FURROW 


5 to 8 in. deep, 11 to 
6to 94% in. “ 14 to 


12 in. 
13 in. 
15 in. 
16 in. 


14 in. 
16 in. 


WEIGHT, PLAIN 
wide 114 lbs. 


“ 127 * 
“ 188 “ 
“ 170“ 


WEIGHT, PLAIN 


wide 139 lbs. 
“ 170 “ 


SYRACUSE CHILLED PLOow Co. 
Syracuse, N. Y., U. S. A. 


Syracuse Chilled Plows 


Chilled Wearing Parts 


Good general purpose Plows, well adapted for stony ground, excepting Nos. 7 and 
9, which work well in light soil. Steel Beam, Jointer and Wheel Standards, 
warranted not to break. Adjustable Beams and Handles. 


RIGHT HAND FURROW WEIGHT, PLAIN 
No. 9 Light Two Horse 4to 6 in. deep, 9 to 12 in. wide 110 lbs. 
a ee | Medium Two Horse 5to7 in. “ 10toi13in. “ 122 »* 
EL Medium Two Horse 5to7%4in. “ 10toi13in. “ 125. Ae 
Sere Two or Three Horse 5to8 in. “ 12to15in. “ oh 
a SEB Three Horse 6. testo ines “Y 7 ete dein. .* 162 “ 
LEFT HAND FURROW WEIGHT, PLAIN 
No. 22 Medium Two Horse 5 to 8 in. deep, 11 to 14 in. wide 128 lbs. 
ae el Two or Three Horse 5 to 8in. “ 12toi15in. “ 123. 
aS Sb Three Horse Gute tins “oa, 14 tocdt in, “ Lee 


The No. 11 Plow takes the No. 2, 1878, Share and Landside. 
The No. 8 Plow takes the No. 1, 1878, Share and Landside. 


Steel and Wood Beam Plows of the same number and year take the same 
wearing parts. 


SYRACUSE CHILLED PiLow Co. 
Syracuse,N. Y., U.S. A. 


Syracuse Chilled Plows 


Chilled Wearing Parts 


HILLED Iron Moupsoarp with separate Shin Piece. 
CHILLED IRON LANDSIDE. CHILLED TRON SHARE. 
Srret Bram, JOINTER AND WHEEL STANDARDS, wWar- 
ranted not to bend or break. They are the best general purpose Chilled 
Plows made. The Moldboards have the same superior turning qualities 
of our No. 31 Combination Series, described on page 32, but better 
adapted to gravelly and stony soils. They are of good capacity, steady 
running and handle easily, and are immensely popular in all sections 
where they have been introduced. We recommend them to all desirous 
of a perfect running Steel Beam Chilled Plow. They are made in both 
Right and Left Hand. 


BR. H. -L. H. FURROW WEIGHT, PLAIN 
Nos. 403 303 Light Two Horse 4 to 6 in. deep, 9 to 12.in. wide 110 lbs. 
“402 302 Medium Two Horse 5 to 7 in. «fa to: Wein; = 2b 
“ 401 301 Large Two Horse 5 to San, th - 19 to db dns, , - ter * 


Nos. 401 and 301 are 
sent with Three 
Horse Clevis. 
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SyRACUSE CHILLED PLow Co. 
Syracuse, N. Y., U. S. A. 


Syracuse Chilled Plows 


Be 
Srnacls& 


Chilled Wearing Parts 


ULL CuHiutuEp Moupspoarp. SuoPINng CHILLED 
LANDSIDE. CHILLED SHARE with SHIN PIECE 
combined. This is a large and well constructed line of Chilled Plows, 
which are exceedingly popular in many sections, both in this country 
and abroad. They are without a superior for general purpose work in 
light soils and are of light draft and handle easily. Made in both Right 
and Left Hand. 


R.H. L.H. NORTHERN SOUTHERN FURROW WEIGHT 
466 Light One H. One Horse o > to. 5 cin, 6 to “Sin. ~ Thr iba, 
465 365 Med.OneH. Large One H. 3% “ 5%“ 7“ 9 “© FW # 
464 364 Large One H. Light Two H. 4 6 Be TRG 398) ate 
463 363 Light Two H. Medium: Two H. 4% “ 6% “ 10 “ 12 “ 106 “ 
462 362 Med. Two H. Large Two H. 5 ies pe a 1 eT 


461 361 Large Two H. Three Horse 5%“ 8 eo SY DG SO eg 


SYRACUSE CHILLED PLow Co. 
Syracuse,N.Y., U.S. A. 


Syracuse Chilled Plows 


As 


THE 
DyRACUSE 


Chilled Wearing Parts 


Sa CHILLED MoupBoARD. SLOPING CHILLED 
LANDSIDE. CHILLED SHARE with SHIN PIECE com- 
bined.. InpEx Beam quickly set to take more or less land. This is 
a large and well constructed line of Chilled Plows, which are exceedingly 
popular in many sections, both in this country and abroad. They are 
without a superior for general purpose work in light soils and are of 
light draft and handle easily. Made in both Right and Left Hand. 


R.H. L.H. NORTHERN SOUTHERN FURROW WEIGHT 
606 Light One H. One Horse 3 tod in. 6 to 8 in. 63 lbs. 
605 505 Med. One H. Large One H. BU bay OT on Venegas 
604 504 Large One H. Light Two H. 4 68: CE tee ALO) eee ge 
603 503 Light Two H. Medium Two H. 4% “ GUE SLO) ere rs igo, 
602 502 Med. Two H. Large Two H. 5 aaa Ber ee ee aide SS LO er 
601 501 Large Two H. Three Horse 54% “ 8 ih |g Vom By as 
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SYRACUSE CHILLED Ptow Co. 
Syracuse, N. Y., U. 8: A. 


Syracuse Chilled Plows 


ACUBE CHILLED PLOWICOl/eveaciieelniy) |. | 


Chilled Wearing Parts 


HILLED Iron Moupsoarps with Shin Piece, with the 
exception of one horse sizes. SuOPING CHILLED LAND- 
SIDE. CHILLED Iron SHaRE. INDEx BEAM quickly set 
to take more or less land. Tur MoupBoarp is made high and with 
gradual turn. These Plows are excellently adapted for general purpose 
work in light soils, and with the sloping Landside leave a clean open 
furrow. Are well braced and strongly constructed. 


RIGHT HAND 


NO. NORTHERN SOUTHERN FURROW WEIGHT 
50L Very Light One H. One Horse 2to4 in. 7 to 9 in. 55 Ibs, 
51L Light One Horse Large One Horse 2 “ 5 OP Obes {Gaia ue 
52L, Medium One Horse Light Two Horse 3 “ 5% “ 9 “ 11 “ 7 « 
53L One or Two Horse Medium Two H. Bi NG he” OT SPIES FG 
54L Light Two Horse Large Two Horse 4 “ 6% “ 9 “ 13 “© gg « 
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SYRACUSE CHILLED PLOow Co. 
Syracuse,N. Y., U.S. A. 


Syracuse Chilled Plows 


nN 
1 


N 


Gy encusE 


Chilled Wearing Parts 


RIGHT HAND 


NO. FURROW WEIGHT, PLAIN 
55 Medium Two Horse 4% to 7. in. deep, 10 to 13 in. wide 102 lbs. 
564 Two or Three Horse 5. to tiednm “ 11 ted4idn. .* pb A ae 
57 Two or Three Horse 6 “to 9 i 13: to 76 in. .* 133.7 * 


We show below a cut of the same Series in Left Hand. They are 
made in the same manner as the Right Hand Plows described on the 
preceding page, and have the same desirable working qualities. 


LEFT HAND 
NO. FYRROW WEIGHT, PLAIN 
93 One or Two Horse 3 to6 in. deep, 8 to 11 in. wide 70 Ibs. 
94 Light Two Horse 4 to6%in “ Oo tore2; in, +, 96 “* 
95 Medium Two Horse Zero om. £0 £0 LS. = 10s" > 
96 Two or Three Horse 5. “toi in. “ 11 to l4in ° “ nl 
97 Two or Three Horse 6) too iin, “" sto Weiin,- “ 128 “ 


THE. 
OYRACUSE 


SYRACUSE CHILLED PLOW Co. 
Syracuse, N. Y., U. S. A. 


Syracuse Chilled Plows 


Chilled Wearing Parts 


The Plows of this Series are general purpose pattern, adapted to use 
in old ground, stubble or sod. They have a long easy turn of Moldboard, 
which gives them lightness of draft and makes them suitable for a great 
variety of work. They are thoroughly well made, medium weight, and 
great favorites wherever introduced. Moldboards are interchangeable 
with Steel. They are made in both Right and Left Hand. 


BH ~~ L.A. _ FURROW WEIGHT, PLAIN 
Nos. 672 572 Medium Two Horse 5 to 7 in. deep, 10 to13 in. wide 110 lbs. 
“ 671 571 #\Large Two Horse §to'8in, “ I2todsin. “ Ty = 


SyRACUSE CHILLED PLOW Co. 
Syracuse, N. Y., U.S. A. 


Syracuse Chilled Plows 


Chilled Wearing Parts 


Will do Equally Good Work as our Steel Beam Plows, page 36. Corresponding 
sizes have the same wearing parts. Steel Jointer and Wheel Standards. 


RIGHT HAND 


NO. FURROW WEIGHT, PLAIN 
9 Light Two Horse 4 to 6 in. deep, 9 to 12 in. wide 99 lbs. 
7 Medium Two Horse 5 to 7 ix, “' 10 to 13 in. “ xf Eee 

13 Medium Two Horse 5 to 744 in... “ 30 -to-ds! ain., <** 125. 

12 Two or Three Horse tous. im. “12 todpin, |“ 120 “ 

LEFT HAND 

22 Medium Two Horse 5 to 8 in. deep, 11 to 14 in. wide 114 lbs. 

21 Two or Three Horse mtom dn. .% 21 2to Vou,“ ay 


No. 65014 is of large capacity and designed for trade on the Pacific Coast. Fur- 
nished with Steel, Cast or Full Chilled Shares. 


NO. FURROW WEIGHT, PLAIN 
65014 ‘Four Horse 6 to 9in. deep, 14 to 18 in. wide 157 lbs. 


Chilled Wearing Parts. Wood Beam 
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SYRACUSE CHILLED PLow Co. 
Syracuse, N. Y., U. S. A. 


Syracuse Vineyard and Garden Plow 


Chilled Wearing Parts 


Gardeners pronounce them Superior to all others. Horse can walk in the furrow 
or on the land. Handles can be adjusted sideways or up an down. 


NO. FURROW WEIGHT, PLAIN 
5-1878 One Horse 38 to 5% in. deep, 7 to 10 in. wide 68 lbs. 


Syracuse One Horse Chilled Plows 


These Plows are furnished with a wide Clevis so that the horses can 
walk in the furrow or on the land. The Beams and Handles are adjust- 
able. The Jointer and Wheel Standards are of Steel. We furnish Nos. 
23 and 24 with straight Colters, but not with Jointers. 


R. H. L. H. FURROW WEIGHT, PLAIN ~ 
No. 5-1882 23 One Horse 3 to 5% in. deep, 7 to 10 in. wide 71 lbs. 
“ 4-1882 24 Large One Horse 4to6 in. “ 8toillin. “ a3. 


Chilled Wearing Parts 
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SyRACUSE CHILLED PLOW Co. 
Syracuse,N.Y., U.S. A. 


ae 


Chilled Wearing Parts 


The most popular Plows in use in Vineyards and Hop Yards. Horse can walk 
in the furrow or on the land. Handle can be adjusted sideways or up and 


down. 
NO. FURROW WEIGHT, PLAIN 
5-1882 One Horse 8 to 5% in. deep, 7 to 10 in. wide 62 Ibs. 
4-1882 Large One Horse 4 to 6 in, “ 8 to 11. in,“ 76, <= 


The Nos. 4 and 5, Wood Beam Plows, take the same wearing parts respect- 
ively as the Nos. 4 and 5, 1882, Steel Beam Plows. 


Syracuse Light One Horse Plow 


This is a small but perfect turning Plow, intended for one horse. 
It is made with index Beam, sloping Landside and is especially adapted 
to light soils. Made only in Right Hand. 


NO. FURROW WEIGHT, PLAIN 
44 Small One Horse 2 to 4 in. deep, 6 to 8 in. wide 44 lbs. 


Cast Wearing Parts 
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SyRacuSE CHILLED Piow Co. 
Syracuse. Na ¥.,.Us8.-A. 


Syracuse Hillside Plows 


Cast Wearing Parts, Chilled or Steel Shares 


NO. FURROW WEIGHT, PLAIN 
6L Two Horse 4 to 6% in. deep, 10 to 13 in. wide 145 Ibs. 


N. B.—We are now sending out this Plow with an extra length Moldboard, 
but will furnish the old style short chilled Moldboard when ordered. 


The No. 60 Hillside Plow with Iron Beam, is a strong and excellent 
Plow, which succeeds well on hillside or level land, even when very rough 
and stony. It is sent out with automatic Jointer, as shown in cut, or 
straight Colter, side shifting Clevis and Spring Latch. 


The No. 60A is the same as No. 60 excepting that it has no opening 
in the Beam for Colter. 


NO. FURROW WEIGHT, PLAIN 
60 Two Horse 5 to 8 in. deep, 12 to 15 in. wide 138 lbs. 
60A Two Horse 5 to 8 in. “ - 22 to 1h in; E300 


Cast or Steel Moldboards 
46 


SyRACUSE CHILLED PLow Co. 
Syracuse, N. Y., U.S. A. 


Syracuse Hillside Plows 


Cast Wearing Parts. Spring Latch 


Excellent Plows at a Low Price, where Jointer or Colter are not required. 


NO. FURROW , WEIGHT, PLAIN 
702 Two Horse 5 to 7 in. deep, 11 to 14 in. wide 135 lbs. 


No. 69 is a Wood Beam Plow, similar in construction to that of our 
No. 60, described on preceding page, but of less capacity. We furnish 
it with automatic Jointer or Colter, side shifting Clevis, spring latch and 
frog shield. When not specified, Plows are sent full trimmed, with a 
Jointer in place of Colter. 


NO. FURROW WEIGHT, PLAIN 
69 Medium Two Horse 4 to 6% in. deep, 10 to 14 in. wide 130 Ibs. 


Cast or Steel Moldboard. Chilled Point 
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Syracuse, N. Y., U.S. A. 
SYRACUSE CHILLED PLow Co. 


Syracuse Hillside Plows 


Cast or Steel Moldboards. Chilled Shares 


NO. FURROW WEIGHT, PLAIN 
46 Very Light One Horse 2 to 4 in. deep, 5 to 6 in. wide 38 Ibs. 
36 One Horse o to,.5 in; % ieee a be rae 
26 Light Two Horse 4.to Gin: * 8 in.10 in, “ w6 

Light Two Horse 4to 6 in. ~* Sito: 10 ia. 8 9) \°e 
pet Light Two Horse 4to6in. “« 8tol0in. « 99 « 

16 Two Horse Ste, Tin, © ite ins © TZ) 'S 


The No. 36 can be furnished with a Wheel but not with a Colter. 


The No. 126 Plow is similar to the No. 26, excepting it has a Frog Shield; 
the Points are the same. Can be furnished with long Moldboard. 


No. 126L Plow is the same as No. 126, but made with a longer Moldboard. 


Side-Shifting Clevis. Automatic Colter. Spring Latch. 


NOTE.—AII above Plows are sent with Cast Moldboards and without shifting 
Clevis, unless otherwise ordered. 
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Syracuse Hillside Plows 


Cast or Steel Moldboard. Chilled Point 


O. 912 Wood Beam is a Hillside Plow of medium capacity, a little 
smaller in size than our No. 60, with similar style of Moldboard. 

It has ourimproved Spring Foot Latch with quickly adjustable tension, 
and adjustable Handles. We furnish it with automatic Jointer or 
stationary straight Colter. 
NO, FURROW WEIGHT, PLAIN 
912 Medium Two Horse 4 to 7 in, deep, 10 to 14 in, wide 124 Ibs. 

The Diamond Series of Wood Beam Hillside Plows are much used in 
the New England States, being of exceedingly light weight, of good 
capacity, while they handle easily and do good work. We furnishh them 
in three sizes. 


NO. FURROW WEIGHT, PLAIN 
x 04 Light One Horse 3 to 5 in. deep, 7 to 8 in. wide 71 Ibs. 
<& Light Two Horse 4to6in. “ 8 to 10 in. ™ 114. °F 
<<} Medium Two Horse 5 to7in. “ 11to14in. “ 119: 


Cast or Steel ‘Moldboardé. Chilled Point 
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Syracuse Hillside Plows 


NO. FURROW. WEIGHT, PLAIN. 
811 Two Horse 5 to 8 in. deep, 12 to 15 in. wide 155 Ibs. 
812 Medium Two Horse £: ton’ in: * 10 to 14 in. | * 140 “ 


W E show on this page our new Steel Truss Beam Hillside Plows, pos- 
sessing numerous valuable features which make them pre-emi- 
nently the leaders of their class. We mention briefly: A STEEL 
Truss Bram combining lightness with strength Stpzn S#HIFT- 
ING and ADJUSTABLE HANDLES giving increased comfort to 
user as he can always walk squarely behind the Plow. HaNpDLES 
which are alike and interchangeable. AN AuTOMATIC UNcLOG- 
GABLE JOINTER—a success in weedy land. AN AUTOMATIC 
CouTe#ER always in line with cutting edge of the Share. AN AU TO- 
MATIC STEEL SHIFTING LEVER CLEVIS changing line of 
draft. An Unequaled Spring Foor Larcu with quickly adjust- 
able tension. Patented SteEL FRoGg SHIELD lessening Mold- 
board breakages. A perfectly ADJUSTABLE WHEEL, inclining 
forward or back, practically lengthening or shortening the Beam. 


50 


SYRACUSE CHIULED PLow Co. 
Syracuse, N. Y., U.S.A. 


Best in Construction—Best in Working Qualities—Best in Wear 


pe Bars of angle steel thoroughly protected by Steel Shoes, 

doubling the life of the Harrow. Frame Bars raised at the rear 
inner ends, as shown in cut, giving free outlet to trash. Frame with 
small opening at front, absolutely preventing all loading at this point, so 
common in other makes. Tooth Bars of channel steel journaled in mal- 
leable brackets above the Frame, which give the Teeth high support and 
great range of adjustment for depth of cultivation and clearance. 
Springs of high carbonized steel without bolt holes, held in place by 
malleable holders, allowing separate adjustment when worn. We fur- 
nish at small extra expense, Teeth with reversible Points, which give 
double wear. Teeth instantly adjusted by levers to meet requirements of 
different soils. Teeth raised by levers so that the Harrow rests upon the 
Frame or Runners, making it convenient for transportation. Central 
and direct draft without side motion, on account of the large bearing 
surface of the Runners, causing the ground to be thoroughly cut up and 
pulverized. Adjustable hitch, so that the Teeth at front and rear can 
be regulated to work at the same depth. No spring Tooth Harrow made 
combines so many excellent and valuable features. 


15 Tooth, Two Horse, with plain teeth, Weight, 236 Ibs. 
15 “ separate points 247 

ibis Tooth, Two or Three Horse, with plain teeth, rs Bie . 
17 «separate points, = 286 “ 
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Syracuse Wheel Lever Spring Tooth Harrow 
RLS a a eo rgd pe I SE Nat 


With or without Seat Attachment 


s Syracuse Wheel Spring Tooth Harrow, which is shown in above 

cut with seat attachment, has the following meritorious features: 
1st.—A Frame of channel steel carried at such height from the ground 
on high wheels as absolutely to prevent loading. 2nd.—Spring Steel 
Teeth, without bolt holes and adjustable on the frame to wear. 3rd.— 
Broad faced Steel Wheels and dirt proof bearings, and so made that by 
the removal of two bolts, new hubs with removable boxes can be quickly , 
substituted. The Wheels are so placed that there are no wheel tracks. 
4th.—The entire weight of the driver, together with nearly all that of 
the Harrow, is carried on the wheels, which greatly reduces draft. The 
Frame works independent of the wheel axle, which is hinged in the 
center, and so allows the Harrow to conform to uneven ground. 5th.— 
Caster Steel Shoes of angle steel,-adjustable to depth, placed in front, 
which move always in the line of draft, steady the running of the Har- 
row, and also prevent it from working downward when used on side hill 
or rolling land. The Harrow is quickly and easily turned at corners 
without buckling, making it unequaled for transportation or use in the 
field. 6th.—More or less weight can be carried on the front Shoes by 
raising or lowering the draft clevis. 7th.—Easy and adjustable Spring 
Seat with convenient Foot Rest. 8th.—The Levers are within easy reach 
of the driver, and the Harrow can be dumped with the freedom of a 
Horse Rake without dragging the load. 9th.—Additional sections can 
be added at any time, making an extra wide Harrow or a single section 
with nine teeth can be used as a One Horse Harrow. 
Made with 15, 17, 22 and 25 Teeth with Plain or Separate Points. 
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Syracuse Lever Spring Tooth Harrow 


= 


E show in the above cut our Three Section Lever Spring Tooth 
Harrow. Being made in three sections, which are connected 
flexibly, it conforms readily to uneven ground, so doing thorough work. 
The middle section having 8 Teeth, we now furnish a Spring Tooth Har- 
row with either 23 or 25 Teeth. To those parties having our Two Section 
and desiring a larger Harrow, we can furnish the middle section, which 
is readily attached. 


Syracuse Wood Frame Steel Lined Harrow 


\PLOw CO. SYHACUSE-N.Y~ 


16 Tooth with Draw Bar weighs 179 lbs.; cuts 5 feet. 
18 Tooth with Draw Bar weighs 195 lbs.; cuts 6 feet. 


Furnished with plain Point Teeth only. 
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SYRACUSE CHILLED PiLow Co. 
Sy Ta CUuserN YS We Sik 


Syracuse Spike Tooth Harrows 
Sn a ee ee 


Enlarged View, showing One Section with Thirty Teeth 


Draw Bars for Spike Tooth Harrows 


THREE SECTION DRAw BAR 


Four Section Draw BarR 
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UY THE 


Syracuse Spike Tooth Harrows 


Headed Teeth, adjustable for wear, 1-2 and 5-8 inch, furnished in 1, 2, 3 and 4 
sections. 


ACH section is furnished with a lever so that the teeth can be set at 
any angle without stopping the team; this enables the operator to 
clear the teeth of trash, or make it a Smoothing Harrow at will. With 
the teeth laid flat, the Harrow is supported at the corners by shoes, 
making it easy of transportation. Sections are made with five bars of 
U-bar Steel, well braced, which hold twenty-five or thirty 1-2 or 5-8-inch 
steel teeth. Each tooth is securely held in malleable holders with one 
bolt, and the holders constructed so that teeth of 1-2 or 5-8-inch can be 
used. The cross bars are of heavy steel, well braced, making a strong 
and durable Harrow. The sections are fastened to the draw bar, so as 
to be independent of each other, and to turn readily without lapping. 


SIZES AND WEIGHTS 


Number of Number of Width of Weight with Evener 

Teeth Sections Cut % in. Teeth 54 in. Teeth 
25 1 Sift, leis 111 Ibs. 118 Ibs. 
30 al Ay Si ee Ge 123." 13o* 
50 2 eee i a 226 “ 240.“ 
60 2 ae lig 250. “ 2701+ ** 
75 3 1? fame ae. Toa Bolt 358- 
90 3 bea Ya S75-" 405 “ 
100 4 1G Sf GL AGT * BOBe hee 
120 4 Oh S's 5 SG 520 “ bG0r. 


SyRACUSE CHILLED PLow Go. 
Sy racuse, N.Y. U. Sea. 


MEIER BROS. SyAaC. 


THE FRAME, both in the crosshead and gang beams, is made of .double 
bars of highly tempered angle steel, giving both strength and rigidity. Attached 
to the Frame are steel arms which connect the bearing boxes. Each Gang has a 
double jointed hinge which acts vertically and horizontally, giving flexibility and 
free action when working on uneven ground. By means of the adjustable hold- 
down casting at the inside ends of the Gangs, the Harrow can be made to cut ata 
uniform depth the full length. 

THE BEARINGS are long, and thoroughly encased, excluding dust and 
dirt. The boxes are cup-shaped, the lower half retaining the oil, and the oil 
holes fitted with screw plugs. We also furnish Ball bearings when ordered. 

Drartr.—The Harrow draws direct from the axle, which in connection with 
the excellent bearings of the Syracuse, obviates all tendency to side draft or 
neck-weight of the pole. 

LEVERS.—The Levers are placed within easy reach, and each Gang moved 
separately, so that they are easily operated. The Gangs can be set at different 
angles, an invaluable feature when used on sidehill. 

THE ScrAPeERS of the Syracuse are known as the individual Gang 
Scraper, one for each Disc, with shanks of tempered spring steel, with long 
controlling rod, held in position by a secondary spring, and operated by a pivoted 
foot treadle at the end. 

Discs.—Oil-tempered Steel Discs, either round or cut, are furnished, the 
latter being sent only on special orders. 


DESCRIPTION CUT EVENER| DESCRIPTION CUT EVENER 
8 Discs, 16 in. 4% feet 2-Horse| 14 Discs, 18 in. 7% feet 4-Horse 
i7 “ “ee 


LOT aa LG: 5% Yt 16 LB 8% as 
12 « 16 “ 61, « 3 « g« 20 « 4%, * Q « 
14 “ee 16 “ec 1% “ec 3 se | 10 se 20 “ee 5% “ 3 “ 
16 “e 16 “ 8% “e 4 “ 12 “ec 20 “ce 6% “ee 3 “ 

ee: 1g « 4, * 9 « 14. =« 20 « Th « Vines 
10 1g « 5% 3 6 16“ 20 « 8% eae 
12 « 1g « 61g. re 3 « 
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SYRACUSE CHILLED PLOW Co. 
Syracuse, N. Y., U. 8. A. 


Syracuse Steel Frame Cultivators 


No. 81—Five 38-inch Points and Wheel. 
No.’ 88—Five 3-inch Points, Wing Points, Shovel Point and Wheel. 


ais HE Frames of Syracuse Cultivators are of good length, well braced 

and. constructed, and painted a deep green. The Handles are 
adjustable, and may be shifted to the right or left, so that the user can 
walk at the side of the row. Three inch Points are furnished, which are 
reversible for wear and adjustable for pitch by changing the position of 
the standards. With the Wing Points which we also furnish, the dirt 
can be thrown towards or away from the crop. 


No. 51—Five 3-inch Points and Wheel. 
No. 53—Five 3-inch Points, Wing Points, Shovel Point and Wheel. 
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No. 121—Expanding Lever, five 3-inch Points and Stationary Wheel. 


N? 121 is a strong light Cultivator with Expanding Lever. It is 

strengthened by braces to the handles, which being fastened with 
thumb nuts, the width of the cut can be quickly changed. We show 
below the same Cultivator with Wing Points and rear Shovel, for hilling 
or furrowing. This Cultivator is of excellent value, and commands a 
large sale. 


No. 123—Expanding Lever, five 3-inch Points, Wing Points, Shovel Point and 
Stationary Wheel. ° 


SYRACUSE CHILLED PLOW Co. 
Syracuse, N. Y., U.S.A. 


oy, iB 


(ou BUY THE! 
BEST 


Syracuse Steel Frame Cultivators 


No. 31—Expanding Lever, five 3-inch Points, and Stationary Wheel. 


No. 383—Expanding Lever, five 3-inch Points, Wing Points, Shovel Point and 
Stationary Wheel. 


E would eall particular attention to our superior form of construc- 

tion, by which the Cultivator may be varied from the narrowest 

to its widest position with one motion and with no change of bolts, and 

when closed up does not get on dead center or become difficult toopen. The 

facility with which the wheel may be lowered and raised when turning 
about at the edge of the field is also found to be of great convenience. 


No. 136—Expanding Lever, five 3-inch Points and Lever Wheel. 


No. 138—Expanding Lever, five 3-inch Points, Wing Points, Shovel Point and 
Lever Wheel. 


SYRACUSE CHILLED PLow Co. 
Syracuse, N. Y.. U. S. A. 


Syracuse Steel Frame Cultivators 


MEIER BROS, SYRACUSE, 


No. 124—Expanding Lever, five 3-inch Points, Hiller Sweeps and Wheel. 


O. 124 is a Cultivator similar in construction to those shown on 

page 58, but furnished with long Hiller Sweeps or Wings, which 

allow of making a deeper furrow or larger hill. They are much used 
by potato growers. 


No. 71 Series Cultivators are made with an extra long and heavy frame, and 
are fitted with Jersey Points and long Hiller Sweeps, which are unsurpassed for 
hilling up potatoes or other crops. They have all the adjustments of our other 
Cultivators, and the expanding Lever is of the same form and construction as 
used in the No. 33 Cultivator. 


No. 71—Five Jersey Points and Wheel. 
No. 76—Five Jersey Points, Hiller Sweeps and Wheel. 

No. 101—Expanding Lever, five Jersey Points, Hiller Sweeps and Wheel. 

No. 156—Expanding Lever, five Jersey Points, Hiller Sweeps and Lever Wheel. 
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Syracuse Spring Tooth Cultivators 


No. 61—Five Spring Teeth and Stationary Wheel. 
No. 64—Expanding Lever, Five Spring Teeth and Stationary Wheel. 
No. 66—Expanding Lever, Five Spring Teeth and Lever Wheel. 


W E show in the above the No. 64 Cultivator with Expanding Lever, 

which is excellent for use in rough and stony, or smooth land, 
and for the cultivation of orchards, vineyards, or for field work. The 
Frame is of Steel, strongly put together, and adjustable to wide or nar- 
row rows. We furnish it with Wheel Lever in our No. 66. The Teeth 
are interchangeable and adjustable both for angle and depth. 


In No. 145, the Frame, Tooth Bars and Teeth are of steel, and all 
castings malleable, making a light and strong Cultivator. The Teeth 
adjust for wear, and the Frame protected underneath with renewable 
Shoes. The Lever assists in maintaining a uniform depth of cut, also in 
quickly unloading the Cultivator of trash. Handles are furnished at a 
small advance in price. 


USE ZSCHILLED PLOW CO 
Ne 
= 


No. 145—Ten Tooth; One Horse, plain:teeth, with lever. Weight, 120 lbs. 
61 


ou Ray SYRACUSE CHILLED PLOW Co. 
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Syracuse Spike Tooth Cultivators 


No. 111—Fourteen Spike Teeth and Wheel. 
No. 114—Expanding Lever, fourteen Spike Teeth and Wheel. 


O. 114 is an excellent Cultivator for flat cultivation, as it thoroughly 
stirs and pulverizes the entire surface. It is strongly made, being 
largely of steel, and all castings of malleable iron. The Teeth are 
double pointed, and that of one end flattened, so making a wider cut. 
By simply loosening one nut, the Teeth can be made to slant forward or 
back, which is of great assistance in corn cultivation. We now furnish 
it with Handle Braces. 
No. 71 with Grape Extension attached, making a nine tooth Cultivator. 


Especially adapted for cultivating in Vineyards and Hop Yards or wherever wide 
cultivation is desired. 


The attachment consists of two outside detachable bars with stand- 
ards and points, and cross-bar for adjustment. 
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jYOU BUY THE 


Syracuse Wing Shovel Plows 


Blades and Wings of Steel. Wings adjustable to throw more or less earth. 
Especially adapted for hilling Potatoes and other light work. 


No. 20—Iron Beam Wing Shovel Plow. 
No. 21—Iron Beam Wing Shovel Plow with Wheel. 


No. 25—Wood Beam Wing Shovel Plow. 
No. 26—Wood Beam Wing Shovel Plow with Wheel. 
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Syracuse Cultivator Points 


For Steel Frame Cultivators 


JERSEY 
POINT 


; : E 32, 
J-in. 1%4-in. 2-in. 2%-in. 3-in. 


WING POINTS 


Right 


FLAT DIAMOND 
THISTLE POINTS 


POTATO HOE BLADE, RIGHT OR LEFT 


Nos. 29 to 35, 10, 39, 45, and Thistle Points from 8 to 15-inch, are always sent 
with 11g-inch bolts, unless otherwise specified. 


64 


SrRACUSE CHILLED PLow Co. 
Syracuse, N. Y., U.S. A. 


Syracuse Cultivator Points. 


For Wood Frame Cultivators 
OVAL SQUARE SHARP 
OVAL DIAMOND "DIAMOND 


1q TWISTED 
WRIGHT'S POINTS 


Right 


WING POINTS 
Large Size 


ig eft 
WING SHOVEL PLOW BOTTOM 


50 


CAN- DOUBLE FRONT 
ANDAIGUA REVERSIBLE 
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Syracuse Grape and Berry Hoe 


For One Horse. Adjustable to any width of row. Weight, 119 Ibs. 


ff Maar Syracuse Grape Hoe is a wonderful labor saver in the culture of 

grapes and berries. The Hoe is easily guided in and out around 
the posts and vines, by the dise caster wheel to which the handle is at- 
tached. The horse is hitched to one side of the pole, with plenty of 
room for the plow to work under the vines or bushes. By changing the 
position of the blade, the soil can be thrown towards or away from the 
vines. We furnish the Cultivator Attachment at a small increase in 
price. 


Syracuse Potato Hoe 


HIS Hoe is much used in potato growing sections for hilling or cov- 

ering. The wings are of steel, so constructed that they will tilt 

up or down on the Standard, and the Standards are movable upon the 

cross-bar so that the Wings can be placed the right distance apart. The 

cross-bar is strengthened with iron braces, making astrong frame. The 

Handles shift to right or left, so that operator can walk at the side of row. 
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Syracuse Sub-Soil Plow 


La 


eit 


| eR aa 7 


Right Hand, No. 48. Left Hand, No. 47 


W E show on this page two of the most approved patterns of Sub-Soil 

Plows, that of the upper or smaller Plow having been used with 
good success for many years in the eastern and middle States. The 
Solid Comfort is a western pattern, and designed to loosen up the soil 
to a greater depth, and is strongly constructed for this purpose. The 
Sub-Soil Plow is intended to follow in the furrow of the ordinary field 
Plow, loosening up and exposing the sub-soil to atmospheric influences 
to the depth of 10 or 14 inches, and leaving the ground in the best possible 
condition to retain moisture and the crop to withstand drouth. The con- 
struction of both Plows is so plainly apparent that a detailed description 
of each is unnecessary. The Syracuse weighs 99 lbs. Solid Comfort, 
155 Ibs., and is furnished with a Steel Point. 


Solid Comfort Sub-Soil Plow 


SYkACUSE CHILLED PLtow Co. 
Syracuse, N. ¥, U. 8S. A. 


Syracuse Colters 


ROUND STANDARD REVERSIBLE FLAT STANDARD: 


| 
| 


Syracuse Rolling Caster Colter | 


Interchangeable with Wood or Steel Beam Plows in Right or Left Hand. 


Sizes 12, 18, 14 and 16 inch. 
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Syracuse Chilled Shares 


NO. 601 
SLIP SHARE 


NO. 3I 
SLIP SHARE 


COLTER 
SHARE 


FIN GUTTER 


The Syracuse Jointer 


i? looking through our catalogue, it cannot fail to be noticed that we 

show the larger part of our Plows, both in Steel and Chilled Iron, 
with Wheel and Jointer attachment, the reason of this being that with a 
large experience, we are convinced that when properly constructed and 
used, there is no attachment of so great value as the Jointer. In the 
construction of the Syracuse the round Steel Shank possesses not only 
strength, but obviates to a great extent the difficulty of clogging, and 
also possesses the merit that it can be quickly and easily adjusted both to 
land and depth. In weedy or stubble land the use of the Jointer is 
almost indispensable, while in sod plowing the grass edges of the furrow 
are turned under, making more finished plowing, and Jessening to quite 
an extent the labor of after cultivation. Contrary to the usual opinion, 
the draft of the Plow with a Jointer is found not to be perceptibly in- 
creased when it is properly used, and we strongly recommend it to all 
lovers of good plowing. We furnish it in both steel and chilled iron, and 
for hillside as well as level land Plows. 
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W HEELS are strongly made with dirt proof iron hubs and with 
strong hub attachment for holding them on the axle. The Axle 
is of special round steel, not welded, and arched high to give ample room 
for the load. The Axle Arm is of full size without holes; strong and 
durable. The Tray is of the best steel plate, pressed cold, lapped and 
riveted at corners, and smooth on the inside. A leading feature is the 
perfect balancing of Tray upon the axle, making the loading and dump- 
ing much easier for both man and horses. The Bail is extra strong and 
does not come in contact with the load in raising the Tray. Draft Bars 
are strong and form an efficient brace for the pole. Draft Hooks hung 
on the side of the Tray are operated automatically by the axle braces, 
and in loading engage with the draft loops. When the Seraper is 
dumped they are carried high, and are not liable to bend or break. 


No. 1—Capacity 10 cubic feet. Tray 35 inches wide, 35 inches long, 11% inches 
deep. Wheels 36 inches diameter. Tire 3x5-16. Axle 1% round. 
Weight 500 Ibs. 


No. 2—Capacity 13 cubic feet. Tray 87 inches wide, 38 inches long, 131% inches 
deep. Wheels 40 inches diameter. Tire 3x5-16. Axle 1% round. 
Weight 650 lbs. 


No. 3—Capacity 17*cubic feet. Tray 4314 inches wide, 40 inches long, 15 inches 
deep. Wheels 46 inches diameter. Tire 314x5-16. Axle 2 inches round. 
Weight 800 lbs. 


Draft rod for snatch team furnished with No. 3 Scraper. 
Whiffletrees and Neck Yokes extra. 
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104 BU 
Syracuse, N. Y., U.S. A. Sst 


jvOU BUY THE’ 


Our Scrapers, like our Barrow Trays, are shaped cold from a single sheet of 
steel, lapped and riveted at the corners. They are uniform in thickness 
throughout, except at corners, where they are of double thickness. 


WEIGHT 
No. 0—Capacity, 9 cubic feet of earth; ; 125 lbs. 
No, 1—Capacity, 7 cubic feet of earth; made of extra heavy steel plate; 105 “ 
No. 2—Capacity, 5 cubic feet of earth; e ay ee ae 


No. 3—Capacity, 3 cubic feet of earth; intended for use of single horse; 85 


Bottom view showing runners, which we always send unless other- 
wise ordered. 
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Syracuse Road Scrapers 


Especially adapted for Smoothing Roads. 


Two Horse Blade 5 feet long by 17 inches wide Weight, 270 lbs. 


Solid Steel Frame and Blade. Adjustable for Pitch or Angle. Throws earth 
to Right or Left. Will pay for itself in any Road District in a single year. 


Syracuse Contractors’ Plows 


Hard Iron Wearing Parts. Heavy Beam, Share and Strip. Steel Wheel Stand- 
ard. Will turn a furrow 5 to 9 in. deep, and 12 to 15 in. wide. An excellent 
Plow for general grading purposes. 


No. 1 Contractors’ Two or Four Horse Weight with Wheel, 172 lbs. 


SYRACUSE CHILLED PLow Go. 
Syracuse, N. Y., U.S.A. 


Adjustable and Double Reversible Bar Steel Point. Adjustable Shoe in place of 
wheel. Loop Handle Wear Irons. Strongly built throughout. Especially 
adapted for tearing up Cobblestone or MacAdam Pavements. 


No. 98 Four or Six Horse Weight, 263 lbs. 


Steel Truss Beam. Steel Moldboard and Landside. Separate Shin Piece, 
Heavy Overlaid Wrought Steel Point. Adjustable Shoe in place of wheel. 
Loop Handle Wear Irons. Very Strongly Built. Slight turning capacity. 
Suitable for Severe Grading Purposes in Shale or Hard Pan. 


No. 99 Four to Hight Horse Weight with Shoe, 310 lbs. 
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The frame is ash, strongly put together, with the bottom board let into the back 
sill, which prevents splitting. Superior Steel or Wood Wheel. Well braced 
throughout. Easily handled, with the weight well on the wheel. Hand- 
somely painted and striped. 


DIMENSIONS OF BED 


—— 
WIDTH WIDTH DIAMETER 
NO. LENGTH AT FRONT AT REAR DEPTH WHEEL WEIGHT 


141—Wood Wheel 24% in. 19 in. 22 in. 12 in. 20 in. 42 lbs. 
142—Wood Wheel it TB. 21 in. 24 in. 13 in. 20 in. 46 lbs. 
151—Steel Wheel 24% in. 19 in. 22 in. 12 in. 20 in. 46 lbs. 
152—Steel Wheel ot in: 21 in. 24 in. 13 in. 20 in. 50 Ibs. 


Garden Barrows with Springs will be furnished when ordered. 


Syracuse Straight Handle Stone Barrow 


These Barrows are designed for use as light stone or tile Barrows. 
For extra heavy use we recommend Nos. 112 or 138, which are shown in 
special Barrow Catalogue. 


No. 125 Wood Wheel. No. 135 Steel Wheel. 


Wood Bottom and Dash strongly strapped 
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This is a first-class bolted Barrow, having the tray, braces and legs bolted 
together, as shown in cut. All of our Canal Barrows have a 9-16 in..steel 
axle clipped underneath the handles in iron bearings, and the wheel revolves 
on the axle. They knock down compactly for shipment and are easily set up. 


No. 120—Wood Wheel. Weight, 40 lbs. 
No. 180—Steel Wheel. Weight, 42 Ibs. 


A Full-Bolted Barrow with all parts bolted together and no nails used. This is 
the best Bolted Barrow made, and easily displaces all others wherever used. 
Steel Braces are used on the front and rear of Tray, and a wood cleat extends 
the full depth in front to prevent splitting. Wedge shaped pieces are placed 
upon the Handles for the purpose of leveling up the Tray and carrying the 
weight of the load well over the wheel. j 


No. 128—With Wood Wheel. Weight, 47 lbs. 
No. 1383—With Steel Wheel. Weight, 49 Ibs. 
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Steel Tray— Wood Frame 


Our steel trays are made from a single sheet of steel, pressed cold, lapped and 
riveted at the corners, giving greater strength where needed. 


Capacity Size of Tray Steel in Tray Wheel Weight 
No. 75—4 cubic feet. 28x32 in. No. 16 gauge. Steel, 17 in. 60 lbs. 


Syracuse Steel Wheelbarrows 


Securely braced; Strong; Durable. Steel Spoke Wheels. Legs provided with 
detachable iron Shoes. Top edge of all Dirt Barrows is rolled over, pre- 
venting breaks or dents in dumping. Parts all interchangeable. Can be 
knocked down and nested for shipment. 


A large variety of styles and sizes for the use of Contractors, Foundries, 
Mills, etc., for carrying Dirt, Mortar, Coal, etc. 


Send for Special Catalogue. 
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SyRACUSE CHILLED PLOW Co. 
Syracuse,N.Y., U.S.A. 


Syracuse Push Carts 


MEIER BROS, 


Wheels on all Syracuse Carts are of steel and do not project above box. Load 
can be laid on top as well as inside of box. Leg folds up to handle if 
desired. Weighs about one-third of an ordinary wooden Cart. Will carry 
400 lbs., and can be handled by a boy. 


NO, AND LETTER SIDE OF BODY DEPTH OF BOX DIAMETER WHEEL WEIGHT 
332A 39x20 in. 10 in. 30 in. 90 Ibs. 
332B 39x24 = in. 10 in. 30 in. 95 Ibs. 
332C 40x26 in. 10 in. 30 in. 100 Ibs. 


The above cut illustrates the No. 338—A, B or C Cart with wood wheels. 
ua 


SYRACUSE CHILLED PLOW Co. 
Syracuse, N. Y.,. U. S. -A. 


No. 228—Platform 5x3 ft., height from floor 19% in., steel wheels 18x2 in, 114 in. 
square axle, caster wheels 6x14 in., weight 213 lbs. 


No. 232—Platform 5x3 ft., height from floor 16% in., steel wheels 12x2 in., 1% 
in. square axle, caster wheels 6x14 in., weight 200 Ibs. 


Special sizes made to order. 


Syracuse Bag Trucks 


No. 84A 


LENGTH OF HANDLES WIDTH AT NOSE 


WHEELS WEIGHT 

No. 34A— 42 in. 11% ‘in. 6 in. 29 Ibs. 

No. 35 — 42 in. 11% in. 6 in. 31 lbs. 
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SYRACUSE CHILLED PLOow Co. 
Syracuse, N. Y., U. S. A. 


Syracuse Haying Tools 


2 oh “ SCREW 
DERRICK POST PULLEY f 
FORK PULLEY HOOK 


CALIFORNIA DERRICK 
HORSE FORK 


SIZE TINES WEIGHT 
3 foot 4 43 Ibs. 
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